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Gas Inlet
1/2 in. NPT

4.808 in.
(122 mm)

Min. distance
36 in. 

(914 mm)

Min. clearance
both sides of duct 

2 in. (51 mm)

Make-up Air 
Opening

Exhaust airflow-
Max. duct length

14 ft. (4.3 m)

Electrical Connection 
1.765 in. (45 mm)

Diameter 8 in.
(203 mm)

TMB72L

6.156 in.
(156 mm)

Electrical Specifications
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Nonreversing Reversing

A2
100 60 1 2 9.8 N/A 15 1 14

200-220 60 1 2 4.6 N/A 15 2 14
B2 120, 208-240 60 1 2/3 9.2 N/A 15 1 14
F6 200-208, 240 60 3 3 4.0 4.5 10* 3 14

* 3 Phase machines should not have fuses, breakers only.

Min. Clearance
24 in. (610 mm)
Rec. Clearance
36 in. (914 mm)

Specifications

Net Weight 435 lbs.

Make-up Air Opening 144 sq. in.

Maximum Airflow per 
Pocket: C.F.M.

700

Maximum Static Back 
Pressure: Inches W.C. 

0.6

Gas Burner Rating: 112,000 Btu/hr

Recommended Gas 
Pressure: Inches W.C.

N.G. 6.5

L.P. 11

Tumble 
Dryer

Optional
C.A.R.E.™ Inlet

3/4 in. GHT

Min. 
distance

36 in. 
(914 mm)

NOTE: Locate 
exhaust far 

enough away 
from make-up air 

location to 
prevent re-

introduction.

Machine Dimensions and Specifications
Models ST055L and ST055N

Equipment specifications are subject to change without notice.


